
Natural Gamma  
 Spectral Gamma 
 Normal Resistivity  
 Focused Resistivity  
 Single and Dual Induction 
 Induced Polarisation  
 Magnetic Susceptibility 
 SP  
 Water Quality     
 Water Sampler   
 Temperature / Conductivity    
 Flowmeter (Impeller or HP) 
 Caliper  
 Verticality   
 Sonic  
 Nuclear   
 Dual Objective Cameras  
 Single Objective Cameras 
 Optical Televiewer 
 Acoustic Televiewer 

Versatile logger with acquisition and processing software 
 
A range of manual and motorised winches 
 
A range of combinable sondes and cameras including: 
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Intelligent Logging Systems 

 Geovista reserve the right to change the products’ list  and  specifications without prior notice  



Drawing from experience spanning over several years, Geovista offer slimhole logging equipment 
with “Best In Class” performance in terms of  technology, flexibility, physical dimensions, reliability, 
cost and commitment to customers’ needs.   
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High speed microprocessor controlled digital commun ications  –  for efficient data  
acquisition and added capability to operate most single conductor digital and pulse analogue 
probes from other manufacturers.      

 
 

Microprocessor controlled sonde power supply – for additional flexibility 

 
 

USB  data link  – for universal connectivity 

 
 

Microsoft Windows data acquisition and log processi ng software  – for user-friendly  
operation 

 

Printing  Options – for printing on most Windows compatible printers  

 

Operational parameters recorded automatically  – for easier diagnosis   
 
 

Splash proof and Dust proof electronics to IP65 – for trouble free field operation 
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Automatic level-wind – for trouble free cable spooling 

 
 

Cable  tension gauge – for added safety 

 
 

Intelligent integrated depth measurement system – for wheel wear compensation, logging 
simulation and Last Depth recall capability.   
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Motor torque limiter – for peace of mind  

 
 

Mechanical clutch – for added convenience 

 

Remote control – from PC or hand-held device 
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Single, surface-mount board in most sondes  - Increased reliability, compact size,  
easier spares control and maintenance 

 

Stacking capability  - Shorter probes to run alone or in combination according to  
requirements  or convenience 

 

Variable resolution  - Allows for measurements of up to 32 bit resolution    

 

Variable sampling rate  - Control over vertical resolution  
 

Downhole digital signal processing - Accurate and stable calibrated measurements 
 

Mono-cable -  Simpler connection systems 
 

Convenient dimensions  - Shorter and lighter for easy transportation 

Best In Class  Borehole Logging & Camera Systems  
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 Geovista reserve the right to change the products’ list  and  specifications without prior notice  


